
P.B.X. SYS- 
NO. 7508 

IBmGmCY TRANs?ER 
glGY CIRCUIT 

D . l  The olroui t  has been rated LVr. Diao. replaoed 
by SD-66461-01. 

A l l  o ther  ohange headings No Change. 

1. PW@OSP OF CIRCUIT 

1.1 This o i rou i t  is t o r  use in providing e m r p n o y  
oentral  o t f l o e  servioe a t  one s t a t i o n  In t h a  
oaee of f a i l u r e  o r  the  No. 75OA P.B.X. ba t te ry  
o r  ringing supply. 

2.1 None. / 

3.1 To proride t o r  oonneoting a trunk to a etati- 
and t o  a o e n t r t l  o t r i o e  l ine den the kay is 
normal. 

3.2 To dboonneot the  trunk and t o  oonneot a s t a t i o n  
d i reo t ly  to a oen t ra l  orr iog l i n e  *man the key 
is operated. 

4. CONmcTLNO CIRCUIT8 

4.1 Standard oontral  o m o e  rubeoriber*s l i n e  01- 
ouits.  



4.2 No. 750A P.B.X. s ta t ion  oircuit. 

4.3 No. 750A P.B.X. trunk circuit .  

4.4 No. 750A P.B.X. 2-y manuel trunk oirouit. 

5. BEP N O W  

rlhen the key is nornal, incaming and outgoing 
central office calls are handled In the no- 
laanner through the trunk cirouit. 

When the key is erated, the t ~ &  is disoon- 
nected and a s t a 8 o n  is oonnected d i rea t ly  to a 
oslltral of f ice  l ine ,  thereby enabling the stat ion 
t o  function as  an individual l i n e  t o r  receiving 
and originating central of f ice  calls. 






