
BELL 	  SYSTEM	  PRACTICES 	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   ADDENDUM	  400-‐330 -‐002SW	  
SW . 	  Be l l 	  Te l . 	   Co . 	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   I s sue 	  A , 	   J une , 	   1980 	  
	  
	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   RADIO 	  ADMINISTRATION 	  
	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	  MOBILE 	  RADIO 	  
	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   TELEPHONE 	  MAINTENANCE 	  RADIO 	  SERVICE 	  
	  
1 . 	   	   	   	   	   	   GENERAL 	  
	  
1 .001 	   	   	   Th i s 	  Addendum	  supp lements 	   Sec t ion 	  400 -‐330 -‐002 	   fo r 	  Te l ephone 	  Ma in -‐ 	  
	   t enance 	  Rad io 	   Se rv i ce 	   and 	  Bus iness 	  Rad io 	   Se rv i ce 	  p rov ided 	  by 	  
	   Sou thwes te rn 	  Be l l 	  Te l ephone 	  Company . 	  
	  
1 .002 	   	   	   Th i s 	  Addendum	   i s 	   i s sued 	   to 	  p rov ide 	   gu ide l ines 	   f o r 	  pos t ing 	   and 	  opera t -‐ 	  
	   i ng 	   r equ i rements 	   a t 	   con t ro l 	   po in t s * 	  d i spa t ch 	  po in t s 	   and 	  base 	  
	   s t a t i ons . 	  
	  
5 . 	   	   	   	   	   	  OPERATING 	  REQUIREMENTS 	  
	  
Con t ro l 	  Po in t 	  
	  
	   	   	   	   	   	   	   	   ( Change 	   the 	   f o l l ow ing 	  paragraph) 	  
	  
5 .13 	   	   	   	   Each 	   s t a t ion 	   in 	   these 	   se rv i ces 	  mus t 	  be 	  p rov ided 	  w i th 	  one 	  o r 	  more 	  
	   con t ro l 	   po in t s , 	   un le s s 	  permi t t ed 	   to 	  be 	  opera ted 	  on 	   an 	  una t tended 	  
	   bas i s 	   o r 	  by 	  mob i l e 	   con t ro l . 	   	   ( See 	   the 	  FCC 	  Ru le s 	   f o r 	  una t t ended 	  
	   opera t ion . ) 	   	   The 	   l o ca t ions 	  o f 	   t he 	   con t ro l 	   po in t s 	   a re 	   spec i f i ed 	  on 	   the 	  
	   l i c ense . 	   	   I f 	   t he re 	   i s 	  more 	   than 	  one 	   con t ro l 	   po in t , 	   t he 	  p r inc ipa l 	  
	   con t ro l 	   po in t 	   sha l l 	   be 	   the 	   f i r s t 	   con t ro l 	   po in t 	  des i gna ted 	  on 	  FCC 	  Form 	  
	   400 . 	  
	  
	   	   	   	   	   	   	   	   ( Change 	   the 	   f o l l ow ing 	  paragraph) 	  
	  
5 .15 	   	   	   	   The 	  o r i g ina l 	   s t a t ion 	   au thor i za t ion 	  o r 	   ce r t i f i ed 	   copy 	  w i l l 	   norma l l y 	  b e 	  
	   pos ted 	   a t 	   the 	   con t ro l 	   po in t 	   o r 	   a s 	   o therw ise 	  p rov ided 	   in 	   the 	  FCC 	  
	   Ru le s . 	   	   The 	  person 	   re spons ib l e 	   f o r 	   the 	  p roper 	  opera t ion 	  o f 	   the 	  
	   s t a t i on 	   sha l l 	   i n sure 	   tha t 	   the 	   l i c ense 	   i s 	   p roper ly 	  pos ted 	   and 	   the 	  
	   f o l l ow ing 	   in fo rmat ion 	   i s 	  ma in ta ined . 	  
	  
	   	   	   	   ( a ) 	  A 	   cur ren t 	   l i s t 	   o f 	   a l l 	   u se r s 	   (mob i l e s 	   and 	  pagers ) 	   sha l l 	   be 	  on 	   f i l e 	   o r 	  
	   pos ted 	   a t 	   each 	   con t ro l 	   po in t . 	   	   The 	   l i s t 	   be 	   s i gned 	   and 	  da ted 	  by 	   the 	  
	   s e c t ion ' s 	  Ne twork 	  Ma in tenance 	   rad io 	   coord ina tor . 	  
	  
	   	   	   	   ( b ) 	  A 	   cur ren t 	   l i s t 	   o f 	   a l l 	   d i spa t ch 	  po in t s 	   a s soc i a ted 	  w i th 	   each 	  base 	  
	   s t a t i on 	   sha l l 	   be 	  on 	   f i l e 	   o r 	  pos ted 	   a t 	   each 	   con t ro l 	   po in t . 	   	   I f 	   t he re 	  
	   i s 	  more 	   than 	  one 	   con t ro l 	   po in t 	  per 	   sy s tem , 	   the 	  p r inc ipa l 	   con t ro l 	  
	   po in t 	   sha l l 	   have 	   the 	   superv i s ion 	   con t ro l 	   o f 	   a l l 	   d i spa t ch 	  po in t s . 	  
	  
	   	   	   	   ( c ) 	  A 	   cur ren t 	   l i s t 	   o f 	   con t ro l 	   opera tors 	   sha l l 	   be 	  on 	   f i l e 	   o r 	  pos ted 	   a t 	  
	   e a ch 	   con t ro l 	   po in t . 	  
	  
D i spa t ch 	  Po in t s 	  
	  
	   	   	   	   	   	   	   	   ( Change 	   the 	   f o l l ow ing 	  paragraph) 	  
	  
5 .31 	   	   	   	   S t a t ions 	   in 	   these 	   se rv i ces 	   a re 	  no t 	   l im i ted 	   a s 	   t o 	   the 	  number 	  o f 	  
	   d i spa t ch 	  po in t s . 	   	   They 	  may 	  be 	   added , 	   r e loca ted 	  o r 	  d i s con t inued 	  a t 	   the 	  
	   op t ion 	  o f 	   the 	   l i c ensee . 	   	   Compan ies 	   a re 	   cau t ioned , 	   however , 	   t ha t 	   i n 	  
	   o rder 	   f o r 	   sy s tem 	  management 	   t o 	  be 	  more 	   e f f e c t i ve 	   and 	   i t s 	   u se 	  more 	  
	   e f f i c i en t , 	   t he 	  number 	  o f 	   d i spa t ch 	  po in t s 	   shou ld 	  be 	  kep t 	   t o 	   a 	  
	   m in imum. 	   	  Opera t ion 	  o f 	   the 	   t ransmi t t e r 	   f rom 	  d i spa t ch 	  po in t s 	   i s 	  
	   pe rmi t t ed 	  on ly 	  when 	   the 	   con t ro l 	   opera tor 	   a t 	   a 	   f i xed 	   con t ro l 	   po in t 	   i n 	  



	   t he 	   sy s tem 	   i s 	   on 	  du ty 	   and 	   a t 	   no 	  o ther 	   t ime . 	  
	  
	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	  NOTICE 	  
	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	  No t 	   f o r 	  u se 	  o r 	  d i s c lo sure 	  ou t s ide 	   the 	  
	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   Be l l 	   Sys tem 	  excep t 	  under 	  wr i t t en 	   ag reement . 	  
	  
	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   	   Page 	  1 	  
	  
ADDENDUM	  400 -‐330 -‐002SW	  
	  
9 . 	   	   	   	   STATION 	  RECORDS 	  
	  
Logs 	  
	  
	   	   	   	   	   	   ( Change 	   the 	   f o l l ow ing 	  paragraph) 	  
	  
9 .07 	   	  Each 	   s t a t ion 	   in 	   these 	   se rv i ces 	   i s 	   r equ i red 	   to 	   keep 	   a 	   t e chn i ca l 	   l og . 	  
	   	   	   	   	   	   The 	   t e chn i ca l 	   l og 	   sha l l 	   be 	  ma in ta ined 	   a t 	   the 	   t r ansmi t t e r 	   l o ca t ion . 	   	  
	   	   	   	   	   	   Emp loyees 	   even 	   remote ly 	   connec ted 	  w i th 	   the 	   s t a t i on 	  mus t 	   know 	  exac t l y 	   	  
	   	   	   	   	   	  where 	   the 	   t e chn i ca l 	   l og 	   i s 	   kep t . 	  
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