
BELL SYSTEM PRACTICES 
Plant Sttries 

SECTION 461-630-1 02 
Issue 1, October 1967 

AT&TCo Standard 

JACKS AND JACK MOUNTINGS 

FOR PORTABLE TELEPHONE SETS, OUTDOOR TYPE 

IDENTIFICATION, INSTALLATION, AND CONNECTIC:lNS 

1. GEI~ERAL 

1.01 This section is issued to: 

• Rearrange information formerly found in 
Section 461-630-100. 

• Show manufacture discontinued (MD) ap
paratus. 

1.02 Some areas require at least one telephone 
set or ringer connected permanently to 

the line. Ch1eck local instructions governing line 
ringers. 

KS-19316, List 4 Housing 

KS-19316, List 5 Cover 

KS-19316, List 6 Housing Box 

KS-20202, Lists 1 and 2 Housing 

(b) Ordering Guide 

Jack, KS-8420 

Jack, KS-8421 

Fig. 4 

Fig. 5 

Fig. 6 
and 7 

Fig. 8 

1.03 Do not use hand telephone sets (those re
quiring a subscriber set) and telephone 

sets together in the same jack and plug system. 

Housing, Weatherproof, KS-19316, L4 

1.04 Mount jacks in a uniform manner so that 
plugs can be inserted in the same way 

throughout the customer's premises. 

1.05 Portable telephone sets should be kept in-
doors when not in use. Advise the cus

tomer of the importance of protecting a tele
phone set from inclement weather in order to 
maintain good telephone service. 

2. IDENTIFIC:ATION 

(a) Illustration Index 

KS-8~l20 Jack J~ig. 1 

Fig. 2 

KS-115151, List 1 Jack (MD) Fig. 3 

Cover, Weatherproof, KS-19316, L5 

Housing Box, KS-19316, L6 

Housing, KS-202m~, L1 or L2 

Note: If an outdoor switch is required, refer 
to Section 463-246-100. 

fig. 1 - KS-842() Jack, Installed 
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SECTION 461-630-102 

DROP OR BRIDLE WIRE 

1093/1. PROTECTOR 
(IF REQUIRED) 

E-DROP WIRE CLAMP 

BRIDLE WIRE 

GROUND WIRE 

1/2 IN. GALV IRON RETURN BEND 

E-DFtOP WIRE CLAMP 

1/2 IN. GALV IRON CONDUIT (PREFERRED) 
CROLISE- HINDS NO. CGB -193 CONNECTOR 

l-IN. CABLE STRAPS FASTENED 
WITH l-IN. ROOFING NAILS 

i 
APPROX 6 FT. ABOVE GROUND 

1/2: IN. GALV IRON CONDUIT 

1-1/4 IN. NO. 14 R H 
GALV WOOD SCREWS 

HN. NO 14 R H GALV WOOD 
SCREWS IN 10 14-3/4 i~ 
SCREW ANCHORS ----

- HN. CABLE STRAP. ATTACH WITH NO. 14 R H 
GALV WOOD SCREWS IN APPROVEID SCRI!:W 
ANCHORS OR WITH OTHER APPROVED 
FASTENERS 

PROTECT GROUND WIRE FOR A DISTANCE OF 8 FT. ABOVE GROUND WITH GROUN9 WIRE MOULDING. 
PLACE STRAPS APPROX 4 FT. APART. IF POLE IS CROOKED, PLACE SUFFICIENT STRAPS TO MAKE 
MOULDING CONFORM TO CONTOUR OF POLE. 

NOTE: WHEN TWISTED PAIR OR TRIPLE WIRE IS USED 1 PLACE P.. LAYEI~ OF I~UBBER TAPE BETWEEN THE 
CONDUCTORS WHERE THEY ENTER THE RUBBER PLUG OF THE CONNECTOR SO THAT WHEN THE 
CONNECTOR CAP IS TIGHTENED THE; HOLE WILL BE EFFECTIVELY SEALED. 

Fig. 2- KS-8421 Jack, Typical !Installation 
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LOCKING 
SCRI::W 

· COVER ASSEMBLY 

DIFIED 49.3A JACK(MD) 

HOUSING 

GROMMET ------. 

FRICTION _ 
WASHER----~ 

GLAND NUT 

ISS 1, SECT.ION 461·630·1 02 

BUSHING 

GROMMET 

0 
CONNECTOR 

ASSEMBLED KS-19316, L4 ~-· -~-
WEATHERPROOF HOUS lNG 1p;.q:, >i\1~ 

GLAND NUT llll! \\\ i!tJ 

Fig. :a-Alssembly of KS-16151, List 1 J~r:~ck (MD) 
fig. 4- KS-19316, List 4 tlousing and Components 

{2 of 3 Grommets Shown) 

•FOR USE WHERE BOX FOR JACK HAS BEEN 
INSTALLED OR REPLACEMENT PARTS 
FOR KS .. I9316, LIST 4. 

•ACCEPTS: 
493A JACK (MD) 
541A JACK 
548A JACK 

• MOUNTS TO STANDARD 
ELECTRICAL OUTLET BOX 

•MOUNTING SCREWS SUPPLIED 

Fig. 5 ·- KS-19316, List 5 Cover 
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SECTION 461-630-1 02 

Page 4 

• FURNISHED WITH LATER PRODUCTIONS OF 
KS-19316, LIST 4 HOUSING 

• WITH REVERSIBLE MOUNTING LUGS 

Fig. 6- KS-19316, List 6 Housing Box 

8 MOUNTING POSITIONS 

LJ! 
-----+---·--

L=JlU 
-----+---·--

c=Ji 
-·----+---·--

iW 
LUGS INVERTED I WITH TWO I ADDED LUtGS 

Fig. 7- Housing Box Showing Reversiible Mounting Lugs 



KS 20202, L2 ~ 
CONSISTS OF HOUSING ONLY)---------__:~ 

.. 
/ 

/ 

V< 
/ 

/ 
/ 

IS!i 1 I SECTION 461-630-1 02 

~GROMMET 

- .. --FRICTION 
"ii: -~ WASHER 

ijifi(illill- GLAND NUT 

tl 
3 GROMMETS SUPPLIED 

•ACCEPTS: 
541A JACK 
548A JACK 

•IMPROVED WEATHER PROTECTION 

• HORIZONTALLY MOUNTED ONLY 
•GROMMET SIZES FIT 4 CONDUCTOR 

11
0

11 
WIRE TO 12 CONDUCTOR "JKT

11 

• HARDWARE AS SHOWN SUPPLIED 
FOR KS- 20202 I Ll ONLY 

• DIE CAST ALUMINUM 

Fig. 8- Assembly of KS··20202, lists 1 and 2 Weatherproof Hou1sing 
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SECTION 461-630-1 02 

3. INSTALLATION 

KS-8420 Jack 

3.01 Install as follows:: 

(1) Arrange for a 2-11/16 inch hole at loca
tion selected for jack installation. 

(2) Temporarily insert jack in hole and mark 
fastener holes. 

(3) Remove jack and drill fastener holes. 

( 4) Connect wire as shown in Fig. 9. 

(5) Secure jack to mounting surface with four 
No. 8 brass wood screws or No. 8RH brass 
machine screws. 

KS-8421 Jack 

3.02 Install as follows: 

(1) Arrange drop wire or bridle wire and con
duit at location selected for installation. 

(2) Secure the jack housing to the mounting 
surface using suitable fasteners. 

(3) Connect wire to terminal block as shown 
in Fig. 9. 

( 4) Mount terminal block to jack housing. 

(5) Install cover on housing. 

KS-16151, List 1 Jack 

3.03 Install as follows: 

(1) Arrange drop wire at location selected for 
installation. 

(2) Hold housing to mounting surface and 
mark fastener holes. 

(3) Remove housing and drill fastener holes. 

(4) Secure jack to mounting surface with No. 
8 brass wood screws or No. 8 RH brass 
machine screws. 
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(5) Place gland nut, friction washer, and 
grommet onto cable. 

(6) Run cable inside housing and adjust grom
met and friction washer for watertight fit 
with gland nut. 

(7) Connect cond uetors to 493A jack. 

(8) Install 493A jack, retainer ring, retainer 
spring, and cover assembly in this order. 

(9) Tighten locking screw. 

KS-19.316, List 4 Housing 

3.04 Install as follows: 

(1) Arrange cable at location selected for jack 
installation. 

(2) Use housing box with positioned mounting 
lugs to mark lug mounting holes. 

(3) Drill holes and secure housing box to 
mounting surface with No. 8 brass wood 
screws or No. 8 RH brass machine screws. 

( 4) Place gland nut, friction washer, and 
grommet on cable. 

(5) Run cable inside housing and adjust grom
met and friction washer for watertight fit 
with gland nut. 

(6) Attach bracket to housing box. 

(7) Connect wire or cable to jack. 

(8) Install jack to bracket. Supplied cover for 
541A jack is not required and may lbe dis
carded. 

(9) Install gasket and cover for watertight fit. 

KS-20.202, lAst 1 Housing 

3.05 Install as follows: 

(1) Arrange cable or drop wire at location se
lected for installation. 

(2) Hold housing to mounting surface and 
mark fastener holes. 



(3) Remove housing and drill fastener holes. 

(4) Secure housing to mounting surface with 
No. 8 brass wood screws or No. 8 RH 
brass machine screws. 

(5) Place gland nut, friction washer and 
grommet onto cable or drop wire. 

(6) Run cable or drop wire inside housing and 
adjust grommet and friction washer for 
watertight fit with gland nut. 

(7) Install bracket and arrange cable or drop 
wire through center of bracket. 

(8) Conneet conductors to selected jack. 

(9) Install jack to bracket. Supplied cover for 
541A jack is not required and may be dis
carded. 

(10) Install gasket and cover. 

4. CONINECTIIONIS 

4.01 Figure 9 shows connections for KS-8420 
and KS-8421 jacks. 

4.02 Only one conductor shall be connected to 
a single clip of a clip-type jack terminal. 

4.03 For a 4-conductor jack, connect conduc
tor as indicated by the color designator 

stamped next to the terminals. The red conduc
tor is terminated at the R terminal, etc. 

4.04 'rable A shows the connections for 12-con
ductor jacks. 

ISS 1, SECTION 461-630·1 02 

GROUND LUG IS NOTCHED 

RING 

Fig. 9- Connections for KS-8420 and 8421 Jacks 

TABLE: A 

12 CONDUCTOR JAC:K CONNECTIONS 

D AND E WIRING 
CABLE 

BL-W 

W-BL 

0-W 
W-0 
G-W 

W-G 
BR-W 

I 
W-BR I 

S-W 

W-S 

BL-R 
R-BL 

I 

I 

TERMINAL 
DESIGNATION 

1 
2 

3 
4 
5 
6 
7 

8 
9 

10 
11 
12 
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