
BELL SYSTEM PRACTICES 
Plant Series 

SECTION 502-321 -400 
Issue 2, May 1968 

AT&TCo Standard 

HAND TELEPHONE SETS - 220A, 1220A, AND 22208 

TELEPHONE BASES - ACl AND ADl 

CONNECTIONS 

1. GENERAL 

1.01 This section is reissued to: 

• Add 2220B Hand Telephone Set 

• Add P-90D231 Polarity Guard Assembly 

• Add D5AN Mounting Cord (ADl Base) 

• Add 426N Diode (Fig. 1) 

• Revise Tables 

Since this reissue covers a general revision, ar
rows ordinarily used to indicate changes have 
been omitted. 

2. CONNECTION INDEX 

Table A- ACl (Wall) Telephone Base Con
nections For Individual and 
2-Party Service 

Table B - ADl (Desk) Telephone Base Con
nections For Individual and 
2-Party Service 

Table C -Conversion For Use With lAl, 
1A2, and 6A KTS 

Table D - P-90D231 Polarity Guard Assem
bly Connections (ACl or ADl 
Telephone Base) 

Table E - Connections For 4-Party Full Se
lective or 8-Party Semiselective 
Ringing Using 426N Diode 

Fig. 2- 220A Hand Telephone Set, Con
nections 

Fig. 3 - 1220A and 2220B Hand Telephone 
Set, Connections 

Fig. 4 - ACl Telephone Base, Connections 

Fig. 5- ADl Telephone Base, Connections 

Fig. 6- ACl and ADl Telephone Bases, 
Connections For lAl, 1A2, and 
6A Key Telephone Systems 

Fig. 7 -74A Connecting Block and Ringer, 
Connections For Extreme Induct
ance Interference 

LEAD 
NO.I--..--..J 

426N 
DIODE 

Fig. 1 - 426N Diode, Installed 
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TABLE A 

ACl (WALL) TELEPHONE BASE CONNECTIONS FOR 
INDIVIDUAL AND 2-PARTY SERVICE 

TIP PART'!'___ 
--

WIRE OR 
INDIVIDUAL 

RING WITH 
LEAD 

COLOR OR 
PARTY 

NO I DENT 
BRIDGED I DENT 

GROUND 
GROUND 

(NOTE I) 

Ring R L2 L2 Ll L1 

Inside Tip G L1 L1 L2 L2 

Win• GRD y 3 3 3 3 

TRNSF BK 1 1 1 - 1 

R K K K K 
Ringer 
Leads BK L1 3 3 3 

(Note 2) 
BL B B B B 

Handset Cord R c c F F 
Jack ( 1220A 

and 2220B only) G F F c c 

Notes: 

1. Same connections used for either 1000 or 2650 ohm Central 
Offices. For tip party identifying· ground- 100011 or 2650n use 
H5AA cord. 

2. To permanently silence ringer; move ( R) ringer lead from K to 
G on terminal board. For tip party identification (BK) ringer 
lead must remain on 3 of terminal board. 
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TABLE B 

ADl (DESK) TELEPHONE BASE CONNECTIONS FOR 
INDIVIDUAL AND 2-PARTY SERVICE 

TIP PARTY 

WIRE OR INDIVIDUAL 
RING WITH 

LEAD COLOR OR 
PARTY NO I DENT BRIDGED I DENT 

GROUND 
GROUND 
(NOTE 1) 

Ring R R R R R 

Inside Tip G G G G G 

Wire at GRD y y y y y 
Conn ------ ~~- --~--- -
Block R y y y y 

TRNSF --- -----~ ---- ---- -------

G B B B B 

R R R G G 
---~---·-· ·----- --1------

Mtg G G G R R 
Cord -- -----·---- ---~ ·------· ----

at y G y y y 

Conn -~-- -----

Block BK B B B B 
------- -------

w y y y y 

R L2 L2 L2 L2 
1------ ----~-- 1----

Mtg G L1 L1 L1 L1 
Cord ---- --------··-· -------- --- --··· 

in y G G G G 
Tel !-------- ·- ·--- --~ 

Base BK 1 1 1 1 
r----·-· ··------- --- --~-- --- ----

w 3 3 3 3 

R K K K K 
Ringer 
Leads BK G G G G 

(Note 2) ---- -------------- -· 

BL B B B B 

Handset Cord R c c F F 
Jack (1220A !------r---

and 2220B only) G F F c c 

Notes: 

1. Same connections used for either 1000 or 2650 ohm Central 
Offices. For tip party identifying ground- 10000 or 26500 use 
H5AA cord. 

2. To permanently silence ringer; move (R) ringer lead from K 
to G on terminal board. For tip party identification (BK) 
ringer lead must remain on G of terminal board. 
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TABLE C 

CONVERSION FOR USE WITH 1 A 1, 
1 A2, AND 6A KTS 

TERMINAL BOARD 

LEAD COLOR 
FROM TO 

BR c G 
Line s A L2 

Switch 
y L2 3 

ACl BK Ll c 
Ringer 

ADl BK G c 
Mtg Cord 

R L2 c or IW 
f"'n~nna~~ 

Strap 
BK A Ll 

TABLE D 

P-900231 POLARITY GUARD ASSEMBLY 
CONNECTIONS (AC1 OR ADl TELEPHONE BASE) 

REMOVE 
CONNECT TO 

FROM 

WIRE OR LEAIJ COLOR 
POLARITY 

TERMINAL 
GUARD 

TERMINAL 
BOARD 

ASSEMBLY 
BOARD 

Handset R c Term. R 
Cord Jack G F Term. T 

Polarity R c 
Guard 

Assembly G F 

Note: For use with 1220A and 2220B hand tele
phone set when specified by local instructions for 
end-to-end signaling installations. 
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TABLE E 

CONNECTIONS FOR 4-PARTY FULL SELECTI'!E OR 8-PARTY SEMISELECTIVE RINGING USING 426N DIODE 

PARTY LEADS OR 
-RING -TIP +RING +TIP COLOR 

Ring R R R R R Line Wire 
Conn at Tip G G G G G 

Conn Block 
GRD y y y y y 

Dial Light 1 y y y y 

Transformer Leads 2 B B B B 

R R G R G 

Mtg Cord 
G G R G R 

at y y y y y 
Conn Block 

w y y y y 

BK B B B B 

R L2 L2 L1* L2 L2 

G L1 L1 L2* L1 L1 Mtg Cord 
or Inside Wire y 3 3 3 3 
at Term. Board w 3 3 3 3 

BK 1 1 1 1 

CD L2 L2 3 3 
426N Diode t 

® G G G G 

BK K K K K 

R 3 3 L2 L2 
Ringer s t t t t Leads 

S-R G G G G 

BL B B B B 

Strap From A BK 3 3 L2 L2 

Line Switch s t t t t . . . + 

*Connections for AC1 base (Wall) 
-;- Q) Flanged (Gold) base installed in enlarged part of opening, see Fig. 1. 

@ Knob end (housing tip). 
t Insulate and store. 

L1* 

L2* 
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H4DB OR 
H5AA CORD 

HAND TEL 
SET JACK 

lOA DIAL 854A NETWORK 

:rrlii}i DIAL 

LIGHT * . 

2 ( 
{BK) [BK] 

1 
DIAL 

PULSE 
CONTACTS 

RECALL 
SWITCH 

CONTACTS 

~ - --- [Y] -•1- -7 5 >--!44.--------..jiji---+---..... 

{ ) COLOR CODE H4DB CORD 
[ ] COLOR CODE H5AA CORD 

Page 6 

RECALL 
SWITCH 

CONTAC!rT.;_S ---4!ii---._...rvvv..__..._.,_r..rvyy~ 

* CHANGE TO 53A LAMP IF COMBINED LENGTH OF HAND TELEPHONE SET CORD 
AND (AD! BASE) MOUNTING CORD EXCEEDS 14-1/2 FEET. 

Fig. 2 - 220A Hand Telephone Set, Connections 

,l L RCVR 

T 

TRMTR 
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H4DB 
OR 

H5AA 
CORD 

HAN 
TEL S 

JAC 

2 

3 

D 
ET 
K 

( ) COLOR CODE H4DB CORD 
[ ] CvLOR CODE H5AA CORD 

86\A NETWORK 80B2A DIAL 
( 1220A) 

OR 
82A2A DIAL 

(22208) 

DIAL 

I'""' * 
RECALL 
SWITCH 

CONTACTS 
(+) I ,-,. 

'<-' 

7 

1l l ,-,. 
'<-' 

3 
J?<c .... 
~ 

(W) 2 J ,-,. 
'<-' L 
4 ;. (R) 

f"A 

RCVR 

~ 
'V f 

~ 
TRMTR 

~' (~ 

,~ ::::~ 

...__ 

IQ 
,~ t-1f--. 

! l ! 
l 

_A_ ... 
~ 

r-~ 

l 
~ 

! 
' ~ 
5 

~~ 
(-) 6 v\L ,..., 

~ 

RECALL 
SWiTCH 

CONTACTS 

* CHANGE TO 53A LAMP IF COMBINED I_ENGTH OF HAND TELEPHONE SET CORD 
AND (AD\ BASE) MOUNTING CORD EXCEEDS 14-1/2 FEET 

Fig. 3 - 1220A and 22208 Hand Telephone Set, Connections 

(~ 3 
w--1 

) 

U\ 
u~ 

r-1 * ,~ 

I 
::::~ 'y 

) 

-1 
l~ 
l~ 

~ 
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WIRING OPTION 

42A CONN 
BLOCK 

(R) R (R) 

IRING 

(G) G (G) 
TO STA 

l"' 
PROTECTOR 

(SEE 

STA NOTE) (Y) 
y 

(Y) 
GRD 

(R) \ (R) 
\.... 

LIGHT 

TO 
DIAL 

LIGHT 
TRNSF 

(R) 

(G) 

(Y) 

INSIDE 
WIRE 

STA GRD (Y) 
(SEE NOTE) 

(BK) 

TIP (G) 

TERM. 
BOARD 

-0 L2 

:;;u 

"'3 ; 
k DIAL [ 

TRNSF (G) B (G) (BK) 
-01 

WHEN 
TRIPLE 

AND 
PAIRED 

WIRE USED 

NOTE: 

GROUND MAY BE OMITTED IF NOT REQUIRED 
FOR SERVICE; NOT REQUIRED FOR PROTECTION 
OF DIAL LIGHT TRANSFORMER. 

* INSULATED AND STORED. 

w HEN 
Q UAD 

w IRE IS 
u SED 

RING 
(R) 

•••••••• 

PIA 

••••••• 

LINE 
RINGER SWITCH 

(BL) 

'! j (0) 

•••• 

d (G) 

at (W) 

(R) 

• •• ~~* 
••• 

••• 

1650ll 

•••••• 

(S) 

* 

' 500ll \ 

/ (BL) 
... 

i ( 
500ll ( 

(BK) 

\ 

\ (Y) 

b b 

• ••• 

,:- a 

• ••••• 

••••• 

••••• 

i 

Fig. 4 - ACl Telephone Base, Connections 
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•• 

TERMINAL 
BOARD 

•• l (W) 
~ 

.!. 

4 (BK) 

J 
n. (G) 
~ 

Ll 

K 

1 
A(t; 

(BK) ~ 
(STRAP) 

•••••• 

G 
0 

,.., L2 

(S) 

(BR) r. (R) 

,-,. (Y) 
~ 

HAND SET 
D COR 

JAC K 



INSIDE W 

GRD 
(SEE NOTE) 

TO 
DIAL LIGHT 

TRNSF 

TIP 

RING 

IRE CONN D5AL OR 
BLK D5AN 

LY (W) 

~ 

B (BK) 
'<.-' 

G (G) 

(Y) 

~ (R) 
'<.-' 

MT 
JA 

... 

G CORD 
CK AND 

5 

PIA 
RINGER 

(Y) 

(R) 

(Y) 

b 

~ a (Sl 

MAKES 
BEFORE 
BREAK 

ISS 2, SECTION 502-321·400 

A(~ 

(BK)\) 

(STRAP) 

G 

L2 
·""" 
T 

I 

HANDSET 
CORD 
JACK 

(2 

(4 

(BL) ~ (Y} 
L-#.#--------~=--+4------~~~~~~-<5 

NOTE: 

GROUND MAY BE OMITTED IF NOT REQUIRED FOR SERVICE; NOT REQUIRED 
FOR PROTECTION OF DIAL LIGHT TRANSFORMER. 

* INSULATED AND STORED. 

fig. 5 - ADl Telephone Base, Connections 

Page 9 



SECTION 502-321-400 

INSIDE 
OR 

IW CA 
(NOTE 

WIRE 

BLE 
I) 

••••• 

I 044 CONN 
BLK OR 

EQUIVALENT 

i MTG JA CK 
CORD 

IW PIA Ll NE } TERMINAL r HAND 

(NOTE I) RINGER SWITCH BOARD SET 

•••••• (NOTE I) 

CORD 
Jt>CK 

AI 

sl 
- ;- -

••••••• 

- ..___-- ,_ ______ !-- -- -f!-~ 
i:i 

TO Dl AL 
LIGHT 

TR NSF 

TIP 

A 

RING 

NOTES: 

'-' 

4r>. 
'<-' 

•••• 

r> 
'U 

;,. 
'<-' 

,..., 
'U 

(W) 

(BK) 
2 

•• •••••• 

•· 
( .•... 

i. 

•• 
: 

•• .. 
(G) 

4 

•••• 
/ 

(Y) 
5 

(R) 
3 

••••• 

I. RUN INSIDE WIRE DIRECTLY TO TERMINAL BOARD WHEN ACI BASE 
IS USED AND TO CONNECTING BLOCK WHEN ADI BASE IS USED. 

2. DISCONNECT (BL) LEAD FROM TERMINAL B WHEN H5AA 
CORD IS USED, INSULATE AND STORE. 

*INSULATED AND STORED. 

••••• } 

c:••l::JI· 6 - ACl and A01 Teleph.,ne Bases, Conner.:tif'ns 
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( R) 

(S-R) * 
IG5on 

) 

5oon 

5o on 

1A1, 

(S) 

* 

( BL) 

1A., ,,..., ... , 

i ),_3 (W) 

m ~ ij f?l 
( BL) .• ,,., 

't j ( 0) ••• ~4 ··,r (BK) 

(G) ······•·• 

'U 

t (G) d F 

~t (W) :.: 
'U 

.... 
( 

IL 

• •••••••• 

•• 

r 
I<BK) u 

, •.... 0 

•••••• ~t 
•••••••• "'0 

II 
•••••• 

•••••••• 

•••••• 

i 
3.. 

(BR) 

c~ 
b (Y) 

of (S) i : 

MAKES 

••••••• 

"'0 
L2 

BEFORE 

••• 

BREAK 

••• 

(NOTE 2) _fA 

, .. •. ( y) 

'0 

(BK) ::... ( R) 

••• 

and 6A Key Telephone Systems 



INSIDE WIRE 

- [ (-)RING 

PARTY 

t (-)TIP 

GRD 

+ [(+)RING 

PARTY 
t (+)TIP 1~!111 

74A CONNECTING BLOCK 
WITH 425A TUBE 

(NOTE I) 

(Y) 

5 

4 

(BK) 

2 (Y) [Y) 

(R) [R) 

(G) [G) 

ISS 2, SECTION 502-321-400 

PIA RINGER, MOUNTING CORD AND/OR 
INSIDE WIRE CONNECTIONS AT TERMINAL BOARD 

IN TELEPHONE BASES, AC I AND ADI 
(NOTE 3) 

G 

L2 

Ll 

* 3L (BK) 

.L K 

B 

G 

L2 

(BK) 

Ll 
---0 

(R) 

(S- R) 

1650n 

(S) 

soon 

(BL) 

soon 

(BK) 

(R) 

(S-R) 

1650n 0 • 

;Ji:: [~G~R~D~~~~:~~l~;~-~-----e~~-------------~-•1_Kl_[~:~:~~~~~+~--------~ 
i 

3 
* 

(S) 

0 soon 

I (BL) 

0 soon 

( )-MOUNTING CORD CONDUCTORS 
[ ) -INSIDE WIRE CONDUCTORS 

* -INSULATED AND STORED. 
t -FOR TIP STATION- REVERSE 

RING AND TIP LEADS AT 
CONNECTING BLOCK. 

A 
B 

NOTES: 
I. FIVE CONDUCTORS REQUIRED 

BETWEEN 74A CONNECTING 
BLOCK AND TELEPHONE SET 

2. TWO INSIDE WIRES ARE REQUIRED; 
ONE QUAD AND ON[ PAIRED OR 
TWO TRIPLES. 

3. DISCONNECT (S) LINE SWITCH LEAD 
FFCOM A OF TEAMINAL 801>-RO, 
INSULAH AND STuRE. 

K (BK) 

Fig. 7 - 74A Connecting Block and Ringer, Connections For Extreme Inductance Interference 
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