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BEtt SYSIEM PRACTICES
Plqnt Series

TETEPHONE SETS

75OA AND 75OB

CONNECTIONS

@ American Telephone and Telegraph Company, 1966
Printed in U.S.A.
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TABTE A

I Ground may be omitted if not required for service.

Note 1: use normal connections for tip party identification ground station. If
leads as shown in this column to retain proper tip party identiflcation,

75OA AND 75OB TEI.EPHONE SETS LINE AND RINGER CONNECTIONS

bell taps on station connected to long-line equipment, reverse ringer

Notc 2: One end of straps permanently soldered to TB1, other end equipped with spade tip terminal,

WIRE OR IEAD cotot

INDIVIOUAT OR
BRIDGED

(FACTORY WtRtNCl

RING
?ARW TIP PANW

TIP PAIIY WIIH IDENTIFICATION CROUND

NORMA1 CONNECflONS I RrircER' REVEI5AL (NOIE t)

1000 0HM3 2650 oHmS loq) oHtvls 2650 oHmS

TB2
2838
PIUG NE7. TB2

2838
PIUG NEI, tB2 2838

PTUG NET. TB2 2838
PIUG

NET, ls2 2838
PIUG NET. TB2

2838
PTUG NET. TB2 2838

PI.UG
NET,

C. O. LINE
AT TERMINAI

STRIP

RING R 2 t I 1 I 1 1

TIP G 1 1 2 I 2 E 2

GRD Y 3* 3 3 3 3 3 3

RINGER
LEADS

R

IBI
2838
PtUG NET. tEl

2838
PIUG NEI. T8t 283B

PIUO NE', IBI
2838
Pluo NET. TBI 2838

PTUO
NET, IBI

283B
PIUO NET. TBI 283B

PTUG
NE'.

R B R 2 2 1 Y

BK 1 1 I t 2 Y I

s K K K Y I 2 E

S.R .) 2 , I Y , 2

TB1 STRAPS
(NOTE 2)

BK GN Y Y K K K K

S-R A A A B B B B

LINE SWITCH s R R R A A A A



TABI.E B

75OA AND 75OB TEI.EPHONE SETS IINE, RINGER, AND TUBE CONNECTIONS

FOR SETECTIVE RINGING SERVICE

Note 1: One end of straps permanently soldered to TB1, other end equipped with spade tip terminal.

Note 2: When using 425A tube for negative parties; wire set for 426A tube then transfer R strap, R ringer, and BK strap
to R terminal of 2838 plug. Connect 425A tube as shown

Note 3: When using 425A tube for positive parties; wire set as for 426.4 tube and then transfer R strap and R ringer
lead to R terminal of 2838 plug. Connect 425A tube as shown.
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WIRE OR TEAD coroR

NEGAIIVE ( - t PARII:S POs1ilVE(+)?ARTIE3

RING STATION
IAND5

TIP STAIION
2AND6

RING SYAIION
3AND7

TIP
I

;TATION
\NO I

t92 TBI
2838
PIUG NEI. T82 TBI 2838

PI.UG NET. f82 TBI
2838
PTUO NET. r82 r3l 2838

PIUG NET.

C. O. LINE
AT TERMINAL

STRIP

RING R 2 1 2 1
TIP G I .) t ,

GRD Y 3 3 3 3

RINGER
LEADS

R R R R R
BK 1 1 1 I

s K K K R

S-R a, 2 2 o

TB1 STRAPS
(NOTE 1)

BK Y Y R R

s-R A A A A

426A. TUBE
(3-ELEMENT)

BK K K K K
R GN GN R R
Y R R Y Y

4.EIEIIENT TUBE CONNECTIONS TO REDUCE INDUCIIVE NOISE

425A TUBE
(4.ELEMENT)

NOTES 2 AND 3

R GN GN R R
G R R GN GN

BK Y Y K K
Y K K Y Y


