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STATION SETS 

SELECTION FOR SPECIFIC USE 

1.00 INTRODUCTION 

This section covers the selection of station sets 
for Epecific and/ or special use. 

• A specific or special use may involve a func
tion of the station set, a specific type or style 
of mounting, or the location of the station set. 

2.00 GENERAL 

2.01 The information contained in the tables does 
not include class of service or transmission 

.zoning requirements. This information may be found 
in detail in the sections covering the specific sets. 

2.02 E quipment for use where inductive noise is 
encountered is covered in the C Section on 

inductive noise. 

2.03 Refrigerating and freezing rooms do not re
quire special sets, but do require special treat

ment of sets as covered in a separate C Section. 

3.00 THE FOLLOWING TABLES ARE INCLUDED IN 
THIS SECTION 

Table A- Selection of Sets for Special Use 

Table B - Selection of Sets in Color 

Table C- Sets in Color-Group and Code Numbers 

4.00 SELECTION OF COLORED SETS 

4.01 The color or color group number may be 
obtained from Table B. 

4 .02 Color and code numbers may be obtained by 
using the group number listed in Table B and 

referring to Table C. 
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SECTION C38.0 9 

TABLE A 

SEL!:: CTION OF SETS FOR S ECIAL USE 

Telep:1one Equ ipment 
Special or Specific Use 

Present Standard Alternate 

500 S:.:: ri s 
Adjusta le R inger Volume 5300 Series 

5400 Series 
--

Cutoff Extension 510 410 
~--

,_ 

Cutoff Internai inger 305 
- ----- --- -

Cutoff E xte1·nal Ringer 510 410 
- --

Elevator and Portal 322 D -94616 

Emergency Reporting 570 
1-

Exclusion 502, 511 402,411 

Ground Observers F-50682 

Hazardous Locations 
320 

KS-14476, KS-14548 

Illuminated Dial 500P 500H 

532,533, 
Impaired Hearing 592 with Bone 332,334 

Conduction Receiver 

Impaired Speech 536 

M1 Carrier 328 

Moist Locations 
D-173487 

1436E 

535 Sets, 302 Type 

Noisy Locations 
with 9797 Confidencer 

500 Sets with 
13491, Ll Resistor 

Night Light 500U 

Outdoor Locations 325 300, 326, 630 

Party Line Interference 
500E, 500F, 302AA, 302AC 

501F 306G 

Radio Broadcast Line-up 331 

Speakerphone 592, 1A Speakerphone 

Vessels and Pier Heads 324 
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SECI ION C38.019 

TABLE B 

SELECTION 0~ SETS IN COLOR 

~ ·-
Set N?. C.:~ lor £et No. Co lor 

--~-... .... - · 
500E Group 1 411 Black 

-- -- --
SOOF Group 1 300 Black 

- -----
500H Black 02AA B l:::ck 

- - - ---- --- --- - --
500P Group 1 302AC Black 

---- --- - ----- ----------

5G~U Group 1 305 Black 
- - ---- - -- --.----- --r- --- - -----

501F Group 1 306G Black 
-- ---- -- - --- - -----------

502 Group 1 320 Black 
-- ------

510 Group 1 322 Black 

511B Group 2 324 Gray-Green 

5110 Group 1 325 Gray 
- -

532 Group 1 326 Gray 

533 Group 1 328 Black 

535 Black 331 Gray-Green 

536 Black 332 Black 

558 Group 1 334 Black 
- -

570 Red 630 Gray 
-

592 Group 1 KS-14476 Black 

595 Group 1 KS-14548 Black 

5300 Group 1 F-50682 Black 

5400 Group 1 D-173487 Black 

402 Black 1436E Black 

410 Black D-94616 Black and Old 
Brass 
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TABLE C 

SETS IN COLOR-GROUP AND CODE NUMBERS 

Group 1 Group 2 

Code No. Color Code No. Color 

-
so Ivory so Ivory 

51 Green 51 Green 

52 Gray 52 Gray 

53 Red 54 Brown 

54 Brown 

55 Beige 

56 Yellow 

57 Blue 

Notes 

1. Handset and mounting cords on full color sets are provided in colors which 
match or harmonize with the color of the housing. 

2. Two-tone color sets are provided with a colored housing. clear plastic plungers, 
black dial, and black handsets. 

3. Manual sets have colored thermoplastic apparatus blanks. 

4. Add a suffix letter A to color code for appropriate two-tone. Two-tone is 
available in most sets listed in group 1. 


