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TELEPHONE SETS-1750 SERIES 

IDENTIFICATION , INSTALLATION AND ASSEMBLY OF PARTS 

I. GENE RA L 

1.01 This sec tion supplements Section 
C38.680.00, Telephone Sets, 750 Series, 

Id entification, Insta llation, and Assembly of 
Parts . 

1.02 This sec tion cont a in s inform a tion only on 
those components of the 1750 series tele

phone sets which differ from those of the 750 
series . 

I .03 The 1750 series consists of four new te le 
phone set c odes: l750A-58, 17508-60, 

l 751C-58, and 17510- 60. The components of these 

se ts are s imilar to those used in the 750A, 750B, 
751A, and 751B sets, resepectively. The 1750 
series also inc ludes: 

e 25A3 TOUCH- TONE di al. 

• Rearrange ment of co mpone nts . 

• New coded m ats. 

1.04 The new compone nt s ar e s hown in Table A. 
For all other information refer to Section 

C38 . 680.00. 

I. 05 Photogr aphs of these sets are not pro
vided, as s hop mode ls were not avai lable 

at time of printing. 

TABLE A 

1150 SERIES COMPONENT PARTS WHICH DIFFER FROM 750 SERIES 

Set 

I 
i Switch 

Codes 
Dial Ringer Network Assembly Mat 

l750A-58 P-85A l 6l P-26E932t 

17508-60 P-85Al60 P-26E 933+ 
25:\ 3 OlE * 40 108 

175 l C-58 P-89A46l P-26E926t 

17510-60 P-89A461 P-26 E927+ 

*W ill a lso be used in future produ c tion of 750 se ri es te le phon e sets. 
t Aluminu m co lored mat. 

:j: Cop pe r co lored mat . 
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