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BELL SYSTEM PRACTICES 
Plant Series 

SERVICE 

COIN COLLECTORS 

236-TYPE 

SECTION 506-342-401 
Issue 1, October 1970 

AT&TCo Standard 

1. GENERAL 1.03 Refer to Division 506, section entitled: 

1.01 This section provides connection information 
for the 236G coin collector. 

1.02 Information in this section was formerly 
contained in Section 506-322-400 which is 

hereby canceled. 

Reference, Coin Collectors-235, 236-, and 
1235- type for additional information on these sets. 

2. CONNECTION INDEX 

Fig. 1-236G Coin Collector, Connections 
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SECTION 506-342-401 
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NOTES: 
I . If THE RINGER VOLUME Of GI-TYPE RINGER IS INSUfflCIENT IN A 

PARTICULAR LOCAT ION, DISCONNECT, INSULATE,ANO STORE THE (R) AND (BK) 
LEADS Of THE RINGER AND CONNECT A 687A SUBSCR IBER SET AS SHOWN. 

2. (S) AND (S-R) RINGER LEADS ARE PROVIDED ONLY ON GIA RINGER AND ARE 
INSULATED ANO STORED. 

t NETWORK TERMINALS 
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Fig. 1- 2366 Coin Colledor, Connedions 
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