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1.00 INTRODUCTION

APPARATUS BLANKS

2.00 GENERAL

SECTION C18.053
Issue 2, November, 1961

AT&TCo Standard

This section describes apparatus blanks
and their use with station equipment. It is re
issued to:

• Remove reference to color on the 94A ap
paratus blank.

• Add information on the 105B apparatus
blank.

• Change information on the 50-type appara
tus blank.

• Change information on the KS-14611 ap
paratus blank.

2.01 Apparatus blanks are used:

• To cover opening in telephone sets not
having a dial.

• To cover openings in booths and shelves.

• To fill the space reserved for additional-
keys in 600-type telephone sets. -

2.02 Apparatus blanks for telephones are avail
able in the same colors as the telephones.

Add the proper dash number when ordering blanks.

• A gray-finished metal disc
equipped with number
card holder and provided
with connecting termi
nals. For use on 300- and
325-type outdoor tele
phone sets.

Diameter 4-15/32 inches.
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• A black-finished metal
blank equipped with
number card holder and
provided with connecting
terminals. For use on
300- and 400-type indoor
telephone sets.

Diameter 3 inches.
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• A black-finished metal
disc equipped with
number card holder
and provided with con
necting terminals. For
use on 320-type explo
sive-proof sets.

Diameter 4-15/32
inches.

~. A black plastic plate
provided with connect
ing terminals. For use
on 300-type indoor tel
ephone sets.

Diameter 3-1/64
inches.
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• A plastic plate in black
and color equipped
with a bracket and two
screws. Color plates
provided with number
card holder assembly.
For use on 500-type
telephone sets. Re
places the 95A.

Diameter 4-7/16
inches.
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105B

• A molded opaque plastic blank used in unequipped 598- or 599-type key
spaces. For use in 600-type telephone sets.

50K

42B

72C

• A metal mounting plate equipped with a
card frame, card holder assembly, and four
mounting screws. For use on all type coin
collectors. Replaces the 50C. Available in
black, moss green, and light beige. _

Height 4-11/16 inches, width 4-3/4 inches.

-

• A black-finished aluminum blank for plugging
1/2-inch wiring holes in telephone booths.

Length 45/64 inch, diameter at base 1/2 inch.

• A white-finished aluminum blank for plugging
I-inch hole in ceiling of telephone booths.

Length 51/64 inch, diameter at base 63/64 inch.
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93C

• A white-finished wooden blank for plugging
1-1/8 inch hole in ceiling of telephone booths.

Length 13/16 inch, diameter at base 1-7/64
inches.

P·347248

• A metal plate used on 10- and ll-type
telephone booths when the KS-14125
blower is omitted.

Length 7-3/8 inches, width 6-5/16
inches.

• A metal blank for directory shelf of
- KS-14611, Lists 2 and 3 outdoor

booths. Used in left compartment only
when one directory space is not in use.
Furnished with screws, washers, and
Elastic Stopnuts.

Length 9-27/32 inches, height 1-7/8
inches, width 4 inches.

-
Page 4
4 Pages

KS-14611, List 45


