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GENERAL CONSIDERA liONS FOR STAT ION INSTALLATIONS 

CUSTOMER EQUIPMENT 

\..,...t 1. GENERAL 

1.01 This section provides an index of System-issued sections in Division 
500. 

1.02 A bullet 1•1 indicates an item that has been added or changed since 
the previous issue of the index. 

1.03 A square lo I indicates a canceled item. Information relating to the 
cancellation, if necessary, will be shown in a note following the item. 

Canceled items and related notes will be deleted upon reissue of the index. 

1.04 "Add" is the abbreviation for Addendum and "App" is the abbreviation 
for Appendix. 

2. LAYERS 

2.01 This division is arranged in layers as follows: 
500-0 Indexes 

-1 Transmission Zoning, Inductive Noise, Ringing Bridge limitations, 
Selection of Apparatus, Radio Suppression. Special Connections. 
and Dial Restriction 

-8 Packaging and Handling - Disconnected Apparatus 

3. INDEX 

Section 
Number Issue Subject 

500-0 Indexes 

• 500-000-000 13 Numerical Index - Division 500 - General 
Considerations for Station Installations Customer 
Equipment 

500-1 TRANSMISSION ZONING, INDUCTIVE NOISE, RINGING 
BRIDGE LIMITATIONS, SELECTION OF APPARATUS, RADIO 
SUPPRESSION, SPECIAL CONNECTIONS, AND DIAL 
RESTRICTION 

• 
500-110-100 5 Transmission Zoning 

500-112-100 4 Inductive Noise 

500-114-100 2 Ringing Bridge limitations 

500-115-400 

500-116-400 

Special Connections lor Telephone Sets and 
Subscriber Sets - Using 3-Eiement Electron 
Tubes in Ringing Circuit 

Ringer Connections - Tip-Party Identification 
- For Stations Connected to long-line 
Equipment 

500-8 

Printed in U.S.A. 

Section 
Number Issue Subject 

500-120-100 . 5 Telephone Apparatus and Materials - Color 

500-122-180 5 Station Sets - Common Battery - Selection 
for General Use 

500-124-180 4 Station Sets - Selection for Specific Use or 
Purpose 

500-126-100 2 Apparatus for Use at Noisy location 

500-128-180 2 Telephone Apparatus for Impaired Hearing -
Selection 

500-130-180 2 Subscriber Sets - Ringers Only - Selection 
for General Use 

500-150-100 5 Radio Signal Suppression - For Telephone 
Sets 

500-155-100 2 Key Telephone Sets - Dial Restriction -
Using 420B Diode 

PACKAGING AND HANDLING- DISCONNECTED APPARATUS 

500-810-200 

500-815-200 

500-820-200 

500-820-201 

500-820-203 

500-820-205 

500-820-207 

500-830-200 

500-840-200 

Packaging and Handling - Disconnected Station 
Apparatus 

Packaging and Handling - Disconnected 
400-Type KTUs 

Packaging and Handling- Disconnected 1-Type 
Telephone Answering Sets 

Packaging and Handling - Disconnected 2-Type 
Telephone Answering Sets 

Packaging and Handling - Disconnected 
KS-16378 Telephone Answering Sets 

Packaging and Handling - Disconnected 
KS-16923, list 1 Telephone Answering Sets 

Packaging and Handling - Disconnected 
KS-19245, list 1 Telephone Answering Sets 

Packaging and Handling - Disconnected 
KS-16765, list 1 Announcement Sets 

Packaging and Handling - Disconnected 
KS-16844 Rapidial 
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