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1. GENERAL 

1.001 This addendum supplements Section 
518-215-421, Issue 2. Place this pink sheet 

ahead of Page 1 of the section. 

1.002 This addendum is reissued to provide 
information relating to the Federal 

Communications Commission's (FCC) Registration 
Program. 

1.003 Issue 1 of this addendum was issued to 
correct Fig. 8 (FW Option) and Fig. 9 

(S Option) and to show additional straps that are 
required when a 494A KTU is used. 

2. CHANGES TO SECTION 

Issue 1 Changes 

2.001 On Page 11, Fig. 8 and 9 are obsolete. 
New Fig. 8 and 9 are shown in this 

addendum. 

Issue 2 Changes 

2.002 On Page 1, following paragraph 1.05, add 
the following: 

1.06 After January 1, 1980, the 454C and 460C 
key telephone units (KTUs) must be used 

when providing their related services. Previously 
connected or Class C KTUs may be used for 
additions and maintenance at grandfathered instaUations 
for the life of the units, provided they are not 
modified. Class C stock may also be used in new 
installations after January 1, 1980. 

NOTICE 
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FACTORY PROVIOEO OPTION FOR 2 OR j I NTER COM PATHS 
ANO l7 STAT I ON COOES EQU I PPEO FOR ROTARY ANO 
TOUCH-TONE DIALING. (ONLY Tl£ STRAPS SHOIIN 
SUPPLY THIS OPTION) 
* THESE STRAPS ARE REQU I REO ONLY 

lliEN THE 494A KTU IS USED 

Fig. 8-FW Option 
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OPTION FOR 2 OR j INTERCOM PATHS AND 19 STATION 
COOES WITH ROTARY AND TOUCH-TONE DIALING. 
(ONLY Tl£ STRAPS SHOIIN SUPI'LY THIS OPTION) 
* THESE STRAPS ARE REQU IRED ONLY 

lliEN THE 494 A KTU IS USED 

Fig. 9-5 Option 


