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MTG TERMINALS RINGER SW ITCH ASSEMBLY DIODE DIAL NETWORK 4258 HAND SE T 
CORD ON C4A 
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Note : Green vari s tor 
lead is c o nn ec t e d t o 
F t e rm ina l in di a l set s 
a nd t o RR termin a l in 
ma nua l set s . 
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Fig. 1 - 532A, 8 Telephone Set 
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AMPLif i ER 
1516 

P-13A693 
POT . ASSEMB LY 

( BR ) 

(R- W ) 

ISS 5, SECTION C38.629 

TABLE A 

RINGER LEAD CON N ECTIONS 

TO SILENCE RINGER PERMANENTLY 

Tip Pa rty 
Ringer Lea d 

Id e nt ifying Ground 

ohms Red Bl a ck Sla te 

1000 K G 8 

2 6 50 R K K 

F o r all cia sse;; of se n · ice exce pt t h ose liste d 

a bove a n d l A I key te leph o n e s~'stem: 

Connett yellow mounting co rd lead to ~an1e 

te t·m in a l a;; red mount ing cor d lead at connect -

ing b loc k. 

For I A I ke .v te leph one ~~'stem co nn ect red and 

black t·inge r lead s o n L2 termina l of -1258 net -

wo rk. 

TABLE 8 
LINE AND RINGER CONNECTIONS 
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Not r ecommended for use with 1 A key telephone system on long loops . 
. ,. Place 4-conductor mounting co r d. 
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MTG TERM . RINGER SWITCH ASSEMBLY DIODE DIAL NETWORK 425B HAND SET 
CORD ON C4A AND 

NET. TUBE 426A 

(G) Ll IS -G ) 

IS- Y) 

(R) IS ) 

(Y) 

5EE NOTE I 

(G) L l (S- G) 

(S - Y) 

(R) ( S ) 

( Y) G 

POSITIVE RING AN D TIP PARTIES 

4 19A 

c 
(S -Yl b 

~OJ I R - G) 

I S- R) 

(S-BK) 

BREAKS LAST 

Note : Green vari s t o r 
lead is conn ec t e d to 
F t ermin a l in dial sets 
and to RR t erminal in 
manual sets. 
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Note I : For neg ative s tations in offices 
426A tube may be connected to g rd, if r in 

Fig. 2 - 533A, B Telephone Set 
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goe r operation is ma r g inal. 

ISS 5, SECTION C38.629 

TABLE C 

LINE AND RINGER CONNECTIONS 

Negative (-) Positive ( +) 

Wire or Lead Parties Parties 

Ring Tip Ring 

R L2 L2 L2 
Mountin g Cord 

G Ll L1 Ll 
in Set 

I y G I G G 

R G G L2 

BK G I G L2 
Rin ge r Leads I 
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Moun ti ng Cord R R G R 

at G G R G 
Con nect in g Block y y y y 

Line W ire R R R 1:\ 

a t G G G G 
Conn ect in g Bloc k y y y y 

T o s il ence ringe 1· pe rmanentl y, connect yellow mountin g cord lead 
to sa me termin a l as red mountin g cord lead a t connectin g block. 

TABLE D 

INDUCTIVE INTERFERENCE REDUCTION 

TUBE LEAD CONNECTIONS 

Negative ( -) Positive ( +) 
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