
BELL SYSTEM PRACTICES 
Station Operations Manual 
Station Sets 

1.00 INTRODUCTION 

TELEPHONE SETS- SOOE,F 

COMMON BATTERY- CONNECTIONS 

SECTION C38 .605 
Issue 1, Aug ., 1957 

AT&TCo Standard 

1.01 This section covers the combination of apparatus, circuit diagram, and connections for the SOOE and F 
t e lephone sets. 

1.02 These sets are intended for divided code ringing and nonselective party line services. 

1 .03 A manua lly operated switch on the left plunger minimizes interference with transm ission and dialing. 

Tel. Set 
Code 

SOOE 

SOOF 

Use 

M anual 

Dia l 

1FT PLUNGER 
TO DIAL OR TALK 

FIG. 1-500 TYPE 

TABLE A 
COMBINATION OF APPARATUS 

Components 

Dial Apparatus Handset 
Blank 

- 9SB 
GlA 

7D -

Cop yright, 195 7, by American Telephone and Telegraph Company 
Printed in U .S .A . 

Ringer Network 

C 4A 42SB 
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SECTION C38.605 

3 .00 RINGERS 

3 .01 T o perman ently si lence the ringer, terminate ringer leads as shown in the following table. 

TABLE C 
RINGER LEAD CONNECTIONS 

Ringer Lead 
Class of 

Ringing Service Red Black Slate SI-Red 

I ndividual or Bridged 
Ring P a rty L2 K K A 
Tip Party 

3.02 The ringing bridge is the high-impedance type. F or information on the number and type of ringing 
bridges permitted on each line, reference should be made to the C Section covering ringer limitations. 
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