




TABTE A

DOOR, SIDE, AND REAR PANEIS
AND GTAZING STRIPS

TABTE B

SIGN PANETS AND GTAZING SIRIPS

sEcTtoN 508-352-t00

SPEC NO, usr No. DESCRIPTION tocATtoN GIAZING SIRIP

KS-146L1

l6 Satin Finishe
(List 3 Bootl

d Aluminum
r only) Side or Rear' B-685411-3

18

Tempered
Glass

7132-in. thk
Door B-r79367-4

ID 1/4- in.  thk

KS-19580

10 7132-in. thk

Side or Rear

B-685410-3
11 1/4- in.  thk

32 Pol ished Aluminurn
(List  6 Booth only)

93

Porcelain
Enamel

Blue

B-685411-394 Gray

95 Red

SPEC NO. UST
NO.

DESCRIPTION
rocATtoN GTAZING STRIP

I.EITERS BACKGROUND

KS-14611

101 White Blue

Front B-179367-1

r02 Blue White

105 None White

106 None Blue

103 White Blue

Rear and Sides B-r79367-2

I.04 Blue White

107 None White

108 None Blue

35 Sol id Aluminum Blank

f
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CARD FRAME

2.24 A KS-19928, List 2 card frame is used in
this booth. Refer to Section 508-811-100

for complete information on the card frame.

POWER CORD ASSEMBLIES

2.25 KS-19580, List 30 power cord assembly
(Figa9) is available for overhead power.

2.26 KS-19580, List 31 power cord group (
at
_ iv)
)

is available for ground level power.

3. INSTALLATION

• Spaced with a minimum clearance of 6 inches
from property lines and buildings

• Placed with as little step-up as possible and
still maintaining proper drainage

3.02 The KS-14611 booth requires anchoring at
all installations.

KS-19580. LIST 24
APPARATUS BLANK

KS-19580, LIST 22
SHELF ASSEMBLY

KS-I9580, LIST 21
SHELF ASSEMBLY

Fig. 8—Rear Wall Shelf Arringement

BOLT WHICH SECURES
BOOTH TO BASE

KS-19580, LIST 25
SHELF ASSEMBLY

SECTION 508-352-100

LEFT REAR
CORNER OF
BOOTH

5/16 FLAT
WASHER
a 5/16-18
HEX NUT

Fig. 7
-
Boot
h 
Anch
oring 
Brac
ket

B-684710 ANGLE

B-684712
ADJUSTING NUT

B-684715-1
SLOTTED BOLT

BOLT WHICH
SECURES FLOOR
TO ANGLE

KS-19580, LIST 21
SHELF ASSEMBLY

Fig. 9—Right Wall Shelf Arrangement
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sEcTtoN 508-352-t00

(3) Secure booth to floor using the four 5/16
by 2-1/2 inch lag screws, four 5/16_inch

lockwashers, and four b/16-inch flatwashers.

(d) Adjust the anchor brackets (Fig. ?)
necessary, and ensure that the booth

level.

DOOR REQUIREMENTS

3.05 After anchoring and leveling booth, check
door for the following:

i f
is

Fig.  l5-Concrete Bose preporor ion Wirh KS_l95gO.
Lisr 28 femplore

3.04 Secure booth as follows:

(a) Door remains open 2 to B inches when it is
at normal position.

(d) See Section b08-Bb2-900 for door adjustment.

TEIEPHONE WIRING

(1l;i'- should not exeeed 25 feet.
anr^[

r l l I

rL
First Aftochmenl

3.06 Attach drop wire hook (Fig. 16) or corner
bracket (Fig. 1Z) (whichever is required) on

right rear column adjacent to the entrance hole as
follows:

A. Drop Wire Hook

(l) Secure drop wire hook to ciinch nut (provided
with booth) using one l/4-20 by B/4 FHM

screw, one 1/4-inch flatwasher and one I/4-inch
lockwasher.

(a) If a KS-19580, List 28 foundation template
is used, remove insert plugs from template

and secure anchor brackets (Fig. T) of booth to
template using four 8/8-16 by l-l/4 hex head
bolts, four 3/S-inch lockwashers and four B/g-inch
flatwashers.

(b) If a KS-19580, List 28 foundation template
is not used, and the booth is to be mounted

on concrete, perform the following operations:

(1) Mark the locatons for four mounting holes.

(:2) Drill the four holes to accept masonry
fasteners for 8/8-16 by 1-114 bolts.

(4) Secure anchor brackets of booth to masonry
fasteners using four g/g-16 by l_1/4 hex

head bolts, four B/S-inch lockwashers, and
four 3/8-inch flatwashers.

(c) If booth is to be mounted on a wooden floor.
perform the following operations:

(1) Mark the location for four mounting holes.

(2) Drill four lead holes to accommodate b/16
by 2-l/2-inch las screws.

B. Corner Brocket

(1) Secure the corner bracket to the
clinch nut using one l/4-20 by B/4

RHM screw.

(2) Using the bracket as a template,
clearance hole for another l/4_inch

threaded
Phillips

dri l l  a
screw.

CONCRETE I  ST GRADE
SIOEWALK MIX 4 IN. DEEP

KS* t9580,
LIST 28 TEMPLATE

6 IN. TAMPED CINDER
OR GRAVEL FILL
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sEcItoN 508-352_tOO

KS-19580, List ZJ Shelf Assembly (Fig. 9 and
r0)

3.r7 Install with four No. 10-82 by t/2 phill ips
FHM screws and four No. 10 CSK washers.

KS-19580, List 25 Direetory Rack (Fig. 8, I and
10)

3.18 Install with four No. 10-32 by l/2 Phillips
RHM screws, two No. 10-32 by l/2 Phillips

FHM screws, two No. 10 flatwashers, and two No.
10 lockwashers.

KS-19580, List 24 Apparatus Blank (Fig, t and
10)

3.I9 Install with two No. 10-32 by 5/8 Phillips
RHM screws, four No. 10 fiber washers,

and two No. 10 eiastic stop nuts.

. Hardware furnished with apparatus blank.

KS-19580, List 28 Nameplate Blank Assembly
G/a bv 2-3/4 inches)

3.2O Insert pins through two outer holes at top
of directory rack.

3.21 Bend pins on back side of directory rack.

KS-19580, List 27 Nameplate Blank Assemblg
(3/a bu 1-3/8 inches)

3.22 Insert one pin through one of the outer
holes and the other pin through center slot

at top of directory rack.

3.23 Bend pins on back side of directory rack.
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SEAI ASSEMBTY

3.24 Install KS-19425. List
follows:

(a) Install the mounting
manner as a standard

bottom position on the left

l2 mounting plate as

plate in the same
glass panel in the

side of the booth.

(b) Install a 8-650894 clip (furnished with seat
assembly) on each corner of the List 12

mounting plate, using four No. 8-32 by g/8 SEMS
RHM screws.

Install the clips on the inside of the
booth. Their purpose is to preaent
the remoaal of retaining strips.

3.25 Install the seat assembly on the upper portion
of the mounting plate using the following

items (furnished with seat assembly) and install in
the sequence listed.

o Four Il4-20 by 1-1/8 carriage bolts (install
with heads on outside of booth)

. Four 8-650893 spacers

o Seat assembly

. Two l/4-inch flatwashers (front and rear
bolts)

o Four 1/4-inch lockwashers

o Four 7/4-20 cap nuts


