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BELL SYSTEM PRACTICES SECTION C64.249
stat ion Instal lat ion and Maintenance Issue l ,  l l -30-4g

AT&T Co Provisional

MULTI.SLOT PREPAYMENT
COIN COLLECTORS

CoNVERTED FOR 10c OPERATTON
LONG LOOP-L.B.T., C.B.S.-CONNECTIONS

I .  GENERAL
1.01 This sect ion covcrs the connect ions f  c. ' r  55.  1 55. 166

and l9 l - t1 'pe coin col lcctors conr-erted fronr 50. 150,
l6 l  anr l  1E1-t1 'pe ctr in col lcctors.  ' l ' l rc  c i rcui t  t i iagrarrrs s l . r ( )u 'n
l rerc in arc for  l t , t rg 1,o. ' t t r .  lpc:r l  l tat t r ' r -_r '  t : r lk ipg,  cr)11l l6n 1r:r t tcry
signal l i r rg stat i t rns.  I ' l tc_r ' : r rc intent l t . t i  f t r r  use ()r1 1, . r11g lcr t ) i i
wlr t ' rc thc lc iop rcsistancc (  | r  s l ' t , r rnr l  pol(11{ i r  I  nr : rkcs i t  im-
pract ical  to emplo; '  t i re standard cc,rrrncct i r ) l ls  g i \ .cn in Sect io l
c6+.212.

1.02 As the coin range of  prepal 'ment coin colrectors at
local  bat tery ta lk ing,  cLrmnlon batter l '  s ignal l ing sta-

t ions is depen4ent upon the t1 'pe and arrangement of  the cen-
tral  of t ice equipment to rvhich they'  are connected. these col lec-
tors s l rould not be used a. t  such stat ions wi thout proper
author izat ion in the form of a service order or othei  local
instruct ion.

1.03 The standard common battery type and the old local
_.  bat te_ry ta ik ing,  .common battery s ignal l ing type coin

col lectors rv i l l  require n ' i r ing changes rvhen used ;n tong loop,
loc.al  bat ter l '  ta lk ing,  common battery s ignal l ing service.  Tl i ;
r r34YE subscr iber set  associated rv i th the 55 and l9 l - t r -ne coin
col lector rv i l l  a l .so require a minor cIarrge in g ' i r ing.-  A local
conductor mav havc to be added in t l re rv i re channcl  of  the
telephone boot l i  betrveen the coin col lector and the subscr iber
set (6 or 7 requircd).

1.01 See sect ion c63.289 for data on battery fced f i l ters.
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2. ADJUSTMENT OF RELAY

2.0I  The 63{YI l  subscr iber sct  contains a rc lav that  oper-
ates to conncct the t ip ant l  r ing t , f  t l tc  l i r tc togct l ler

at  the stat ion n 'henever coin control  currcnt  is  aplr l ied to the
l ine.

2.02 These subscr ibcr scts are f r r rn ishcd n' i th thc S3l i  rc lay
proper l l '  ar l j r rstct l ,  l rnt l  i t  s l r t - iu l r l  not  t r r r l inar i lv  rcr l r t i re

at l j t ts tmcnt at  t l rc t inrc of  instal lat i t r r r .  i  f  thc relay '  f  a i ls  to
optrate s:r t is factor i l r ' .  i t  s l r t ' r r l r l  bc rear l justrr l  or  t l r t 'sulrscr i l rer
sct  s l t t r t t l t l  l lc  r t . l ' l : rcr , , l . . \  35C tcst  set  or  t l te ecl t r ivalcnt ,  may
bc t tsecl  to rear l just  the relaf  in acc( i r ( lance rv i t l r  fo l lo lv ing
data:

Tect Set Preparation-Battery and Ground

Teet Clip Data-Conncct Ratterl '  to \I
-Connect Ground to E

Direct Current Flow Requirementr
Opcratc-Test -17.0 l t . . \ .  Rcadjust  41.5 \ f  .A.
Notr-opcrate-- ' l 'e  st  i7.5 \1. . \ .  I ic : r t l just  39.5 \ f  .A.

Note:  For Operate Requirements s lcru ' l f  incrcase cur-
rents to alrovr valucs usi t rg a battery strpply of  not
less than 3 vol ts.
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3. LOCAL BATTERY TALKING, COMMON SIGNALLING

STATIONS
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t tf filter is not prwided connect yeilow tead from
Y of dial to v housinp contact sprnp rnstead of
to filter hacket terminat. ' e

tl Try of t|r r4per housings tnse terminats are
*_$It{-I.tflil9e-yY and 5 respectrvely. (rermrnat 5 not atwap furnrshed)
Hefnore $raps mr otal servtce.
\bllour lead between retay and y terminal on connectrnA block fumished m co,mmon
l-r!}1} con collectorg ir yg* fo,. rorB roop servile. This read mry be cmrrd.d
b Y ternnral ad taped at otlrer end.

2.

3.
4

Fig. l-55CL, DL, GL and HL Coin Collcctorr with O34YE
Subrcriber Set
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KS-13490 Resrstor
20 onnns-l/2 watt
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Black or Green '
I lf frlter ts not,provrded connect yellow lead from Y o{ Cral to Whousing contact sprrn$

Instead 0t to triter bracket terr.nrnal
2. Yellow lead between relay and Y termrnal on swrtchhook prle-up,furnished on coinmon

battery corn collectors, ri removed for bnfi loop servrce tf ttus le'ad rs cmnectd to y or GN
termrnal and taped_at other end, rt shouldbe removed.

Fig. 3-l66CL, DL, GL and HL Coin Collectorc with 634Y8
Subscriber Set
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t. tf filter rs nor povrded connecr yel-

low lead from v of dral to y hous-
In8 :ontacr rnstead of rc Frller
Bracl€t Iermrnal.

2. Th€ l0l B hducton Corl rn rhe Corn
Collecror rs not used rn thrs crrcurt.

3. Yellow lead between relay and Y termrnal on sutchhook

l t

CoinRelay

Contacr closed
by corn

l(S-13490 Resrstor
20 ohms - r/2 watt

Scrw & NrJfprle-up, furnrshed on common battery corn collectors, is removed
for long loop servrce. li ihrs lead rs connected to Y orGN termrnal
and taped at other end, rt should be removed.

Fig. 4-l91CL, DL, GL and HL Coin Collectors with 634YE
Subscriber Set
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